
Rhodeback Saddle Rack 
Supplies needed:  

• wood boards 1-1x10 (48” long), 3-1x6 (8’ long), 2-1x4 (8’ long), 
1-2x2 (30”) (all pine wood works well) 

• 42-#8 x 1 1/4” screws 

• 56-#8 x 1 ¾” screws 

• 2-#9 x 2 ½” screws  
(Pre-drill all screw holes with 1/8” drill bit 

    
 

A) 2 End Pieces (1x10”) 
B) 4-top boards 1x4”-30” long each 
C) 2-top boards 1x6”-30” long each 
D) 4-legs 1x6”-36” long each 
E) 2- leg braces 1x4”-28 ½” long 
F) 2-end braces 1x6”-24” long each 
G) 1-2x2” top piece 30” long 
H) 2-1x10” front saddle brace 6 ½” long left over from end piece cuts 

 
Step 1: Draw out your top end piece on your 1x10 and cut it out. Then use that piece to trace out and mark your other 
end piece. Then cut the other top end piece out. Set the extra 1x10 pieces aside for now. If you are making multiple 
stands, use your original end piece to mark and cut out two end pieces for each stand you want to make.  
 
 
Step 2: Cut out your 4-1x4, 30” long pieces, 2-1x6, 30” long top pieces, 4-1x6, 36” long leg pieces & the 2-1x4, 28 ½” long leg brace pieces.  
 
Step 3: Initial assembly of top portion of stand: place the two end pieces 30” apart and line up 1-1x4, 30” piece on the bottom portion of each 
end piece. You will be putting the end pieces perpendicular to your 1x4 and flush with the 1x4 at each end. Line the top of the 1x4 flush with the 
junction of the two angle cuts on the end piece. There will be a little 1x4 overhanging the bottom of the end piece. Predrill one hole on each end 
of the 1x4 into the endpiece, then attach with 1 ¾” screws. Repeat on opposite side of end pieces. Then put one more screw in each end of the 
1x4’s after pre-drilling. Screws should be placed in the center of the edge of the 1x10” end piece and at 
least ¼” from the edge. Screw boards with two screws on each end about ¾” from bottom the top edge 
of board. Next, predrill your other 2-1x4,30” long and 2-1x6, 30” long boards. Attach 1-1x4, 30” long 
board above the 1x4 already on the end pieces making sure the board is tight against the existing 1x4, 
then repeat on the other side.      
 
Step 4: Attach Legs. Lay the top section you just assembled on its side and line up a 1x6,36” leg with the junction between the two 1x4 boards 
of the top section. Make sure leg is against the inside of the endpiece and predrill and attach with 5-1 ¼” screws with an X 
pattern. Next, repeat at the other end of the top section with another leg, then flip over to the other side and repeat process.  
 
Step 5: Attach Leg braces. Measure down 10” from the top edge of leg and predrill and attach 1x4 28 ½” long leg brace on inside of legs using 
4-1 ¼” screws on each end of the brace. Flip stand over and repeat for the other brace.  
 
Step 6: Attach end braces. Set stand upright on flat and level surface and make sure it does not wobble. Take 1-1x6-24” long end brace board 
and line it up on one end just below where the leg braces attach to the legs. Line the bottom edge of the end brace board to where it is flush on 
both legs on that end. Then trace the angle of the leg on the backside of the brace board at each end, then cut, predrill and attach using 4-1 ¾” 
screws, two on each end. Repeat on other end of stand.  
 
Step 7: Attach center top piece. Predrill and attach 2x2, 30” long piece on top, between, 1x6 boards, using 2-2 ½” 
screws-one one each end.  
 
Step 8: Attach front saddle supports. Place triangle shaped support 2 ½” back from front edge and centered on the 
1x6 and top 1x4 of top section. Predrill and attach with 3-1 ¼” screws. Repeat on opposite side.  
 
 

 


